GLASS BALUSTRADE
POST SYSTEMS

The bolt-down round pre-assembled post system without handrail is designed to cut installation time. It is
available in 42.4 & 48mm satin finish stainless steel 304 for internal or 3016 external applications and to suit
10mm toughened glass panels (6, 8 & 12mm rubbers are available to buy separately).

For applications which require a handrail, or any other style of balustrade please contact us.

If you require bespoke sizes, holes or shapes or even a different colour tint in glass including opaque. We
offer a range of made to order laminated and toughened glass panels up to 25.5mm thick at very competitive
prices.

Please note: this system is only suitable where a drop of less than 600mm is present.

10mm Clear Toughened,
42.4mm End Rail with Welded Base & Polished all around Glass
Cover 2 x Clamps, Inc Flat Top Cap, S P 1
1100mm High. Grade 316 external use. pAN an? S
stock sizes.
£68.00 + vat Bespoke sizes available.

42.4mm Mid Rail with Welded Base
& Cover 4 x Clamps, Inc Flat Top Cap,
1100mm High. Grade 316 external use.

1 £86.50 + vat

e 400 x 1024mm with dubbed corners  £40.00 + vat
e 500 x 1024mm with dubbed corners  £42.50 + vat
e 600 x 1024mm with dubbed corners  £45.00 + vat

42.4mm Corner Post Welded Base & e 700 x 1024mm with dubbed corners  £55.00 + vat

Cover 4 x Clamps, Inc Flat Top Cap,
1100mm High. Grade 316 external use. e 800 x 1024mm with dubbed corners  £60.00 + vat
J[ £86.40 + vat e 900 x 1024mm with dubbed corners  £70.00 + vat

e 1000 x 1024 mm with dubbed corners £75.00 + vat
e 1100 x 1024mm with dubbed corners £90.00 + vat
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